4Ch H.264 Real-time Combo DVR
Hi Quality Display with Stable System
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Elitar Combo DVR system is a state of art design,

based on high quality display and

stable recording system. This compact design adopts latest H.264 video compression
standard to save the storage space and delivery high video quality . It can record up to
120fps (PAL, and 100ps under NTSC) at Half D1 resolution. H. 264 compression makes
the network transmission much more smooth and enable the remote view on you handy
mobile phone system. The system is packed with Central Management Systemto control

multi -DVR thru network . GUI interface make operation easy and simple even for end
user. Build-in USB and E-SATA slot for the fast data back and system upgrade. Easy
system control by mouse and IR remote controller .

Model EL-LMO754 EL-LM1954
Display Size 7” LED Backlight Digital LCD Panel(Wide) |19” LCD Panel
Resolution 800x3(RGB)X 480 1440x900
Contrast 500:1 850:1
LCD Display Brightness 250cd/m? 300cd/m?2
View Angle H: 1400V : 120° H: 1600V : 140°
Inputs AV Input x 1 AV Input x 1 VGA Input x 1
Speaker 1.5Wx 2 S5W x 2
Operation Pentaplex Recording, Playback, Backup, Remote, Live
Video Video Input 4 BNC
Video Output 1 BNC
. Audio Input 1 RCA
AnE Audio Output 1RCA 1
Display Video System NTSC or PAL(Auto detection)
Display Resolution NTSC: 720x480 PAL: 720x576
Display Rate 30 Frames per Video
Screen 1. 49 Auto Sequence
Compression H.264
Recording Resolution NTSC: 60fps @ 720x480(D1). 120fps@ 720x240(HD1)4 120fps@ 352x240(CIF)
Recording PAL: 50fps @ 720x576(D1)4 100fps@ 720x288(HD1)4 100fps@ 352x288(CIF)
Recording Quality 5 Levels selectable (Highes, High, Normal, Low, Lowest)
Recording Mode Manual, Event ( Motion, Sensor), Alram, Sechedule
Playback Display Mode 1. 4
Playback Speed Forward. Backwardd Paused Frame by Frame
Search Mode By Time. By Event
Storage SATA HDD 3.5" SATA HDD
External HDD E-SATA HDD
Ethernet 1 RJ45, 10/100 Mbps
Network Network Protocol TCP/IP, HTTP, DHCP, LAN, DDNS, PPPoE
3GPP/RTSP Yes
Multi Remote Client Yes(5clients accessible)
) PTZ control Pelco-P, Pelco-D
Integration  |pc4g5 Yes(TX/RX)
Password Yes
Firmware Upgrade Yes, by USB / Network
e USB 1 USB port(for USB Flash \ USB HDD)
E-SATA 1 E-SATA port
Remote Backup By Network to Retrieve HDD Data
Power Supply DC 12V/ 4A DC 12V/ 6A
. Weight G.W.3.5Kg G.W.11Kg
Mechanical
196 196 (W) x 146 (D) x 180 (Hymm 470 (W) x 145 (D) x 402(H)mm

Operating Temperature

40 °F~104 °F (5 °C~+40 °C) Less than 80%
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